
(EN 14470-1, Type 30, 60)
Flammable Storage Cabinets 

SC2-60F-0806D1-CL SC2-30F-1906D1-C / SC2-30F-1912D2-C
with optional extraction module and plinth

Be secure from the risk of fire with our flammable storage cabinet!
Anti-fire chemical resistant cabinet with superior safety structures ensure the safe storage of 
flammable hazardous materials.  

• �Epoxy power coated steel shelves (only for type 30 models) 
�• �Bottom collecting sump
�• �Tray (PP)

Standard accessories
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Bottom collecting sump with 
Perforated insert

Built-in door lockIntegrated transport baseSpecially designed toe space

Patented safe 
exhaust structure

Designed to block external flame 
from entering into the interior. 
Flammable vapor is efficiently 
eliminated by its optimal 
exhaust structure design. 

Patent : 10-1605164
Patent Prize 

KOREA

Patent Prize 
KOREA

SC2-30F-1906D1-C / SC2-30F-1912D2-C
with optional extraction module and plinth

	 	 Automatic exhaust and ventilation closing system
		�  In the event of fire, exhaust and ventilation holes 

close automatically at a temperature of 70℃ (±10℃) to 
entirely block any possibility outside hot air coming 
inside.

  Sturdy and secure shelf structure

	 	 Sturdy shelf structure
		�  Max. 80kg heavy load sustainable shelf, designed to 

perfectly fixed to each side.

	 	 Safe shelf design
		�  Shelf with 30mm upstand blocks spreading leakage 

from accidental sample spillage.

	 	 Chemical-resistant shelves
		�  The unit comes with epoxy coated steel shelves. 

  Safe storage of flammable samples

	 	 EN 14470-1, EU Standard for safety storage cabinets
		�  Tested in accordance with EN 14470-1. Protection of the 

stored flammable samples inside the cabinet in the 
event of fire for the defined period of time. (Type 30, 60)

	 	 Automatic door closing system 
		�  In the event of fire even if door opened, door is 

automatically and entirely closed at a temperature of 
50℃ to minimize the fire risk generated from the storage 
of flammable materials. 

	 	 Threefold insulating structure
		�  Each side and rear walls of the cabinet have the same 

threefold insulating structure. Every single gap of the 
cabinet is blocked by anti-fire finishing materials. 

	 	 Chemical resistant interior material
		�  Polyphenol resin coated interior is acid, solvent resistant 

even for long term use.

Efficient interior flammable 
vapor ventilation

Ventilation holes and doors 
automatic closing system
 (in the event of fire)

 Certified EN 14470-1 (classfied 
as type 30).  In practice, tested 
for 44 minutes.



(EN 14470-1, Type 30, 60)
Flammable Storage Cabinets 

Models (Type 30)

Model SC2-30F-1912D2-C
(EN 14470-1, type 30)

SC2-30F-1906D1-C
(EN 14470-1, type 30)

SC2-30F-1312D2 SC2-30F-1306D1

Internal volume
(L / cu ft) 835 / 29.5 402 / 14.2 454 / 16.0 233 / 8.2

Interior dimensions
(WxDxH,mm/inch)

1158x466x1548 
/ 45.6x18.3x60.9

588x466x1548 
/ 23.1x18.3x60.9

1158x466x898
/ 45.6x18.3x35.4

558x466x898
/ 23.1x18.3x35.4

Exterior dimensions
(WxDxH,mm/inch)

1270x622x2107 
/ 50.0x24.5x83.0

670x622x2107 
/ 26.4x24.5x83.0

1270x622x1457 
/ 50.0x24.5x57.4

670x622x1457 
/ 26.4x24.5x57.4

Quantity of shelf
(standard / max.) 3 / 5 3 / 5 2 / 3 2 / 3

Max. load per shelf 
(kg / lbs) 80 / 176.4 80 / 176.4 80 / 176.4 80 / 176.4

Weight (kg / lbs) 420 / 925 299 / 659.2 255 / 562.2 167 / 368.2
Direction of the exhaust     Top Top Top Top
Cat. No. AAAF330171 AAAF330140 AAAF330150 AAAF330130

Exterior / Interior

※ CE for SC2-30F-1912D2-C, SC2-30F-1906D1-C.
※ Certified EN 14470-1 (classfied as type 30). but in practice, tested for 44 minutes. 

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

Accessory Description (WxDxH,mm/inch) SC2-30F-1912D2 SC2-30F-1906D1-C SC2-30F-1312D2 SC2-30F-1306D1

Shelf

Epoxy powder coated steel (555x424x35 / 21.9x16.7x1.4) - AAAF35011 - AAAF35011

Epoxy powder coated steel (1155x424x35 / 45.5x16.7x1.4) AAAF35012 - AAAF35012 -

Stainless steel (555x424x35 / 21.9x16.7x1.4) - AAAF35001 - AAAF35001

Stainless steel (1155x424x35 / 45.5x16.7x1.4) AAAF35002 - AAAF35002 -

Bottom
collecting 
sump

Epoxy powder coated steel (555x464X92 / 21.9x18.3x3.6) - AAAF35212 - AAAF35212

Epoxy powder coated steel (1155x464X92 / 45.5x18.3x1.6) AAAF35213 - AAAF35213 -

Stainless steel (555xx464X92 / 21.9x18.3x3.6) - AAAF35202 - AAAF35202

Stainless steel (1155x464X92 / 45.5x18.3x3.6) AAAF35203 - AAAF35203 -

Tray PP (551x422x35 / 21.7x16.6x1.4) 00SCF0000037 00SCF0000037 00SCF0000037 00SCF0000037

Accessory Description Cat. No.

EM-33, Extraction module 1) 348x498x343mm / 13.7x19.6x13.5inch, 230V, 60Hz AAAF1536

Plinth 2) for EM-33 480x342x154mm / 18.9x13.5x6.1inch AAAF15361

Complex carbon filter Volatile organic compounds (VOC), Ammonia,  
Acidic solvents1) (MA), Alkaline solvents (MB) AAAB6354

Acid filter 3) An acidic solvent ; Acetic acid, etc AAAB6356

Formaldehyde carbon filter Formadehyde applications AAAB6358

Ammonia / Amines filter Ammonia/Amines by chemisorptions AAAB6359

HEPA filter Biohazardous aerosols and other visible and non-
visible particles (filtration efficiency: 99.99% at 0.3 microns) AAAB6353

Pre filter Larger particles and increasing the life of  
main filter AAAB6360

1) Pre filter is built in. Maximum installable filter quantity: 2 ea. 
2) Plinth is required to order for connecting between extraction module (EM-33) and the unit(type 30 models).  
3) Please do not use high percentage of reactive acid such as perchloric acid. 

EM-33

Plinth



연
구

용
 실

험
기

기
보

관
함

 & 시
약

장
의

료
용

 냉
장

 / 냉
동

고
프

리
미

엄
 연

구
용

품
환

경
신

뢰
성

 시
험

장
비

칠
러

 (냉
각

수
 공

급
장

치
)

Models (Type 60)

Model SC2-60F-0812D2 SC2-60F-0809D2 SC2-60F-0806D1-CL
(EN 14470-1, type 60)

SC2-60F-0806D1-CR
(EN 14470-1, type 60)

SC2-60F-0706D1-C
(EN 14470-1, type 60)

Internal volume 
(L / cu ft) 218 / 7.7 159 / 5.6 99 / 3.5 81 / 2.9

Interior dimensions 
(WxDxH,mm/inch)

1105x419x422
/ 43.5x16.5x16.6

805x419x422
/ 31.7x16.5x16.6

505x419x422
/ 19.9x16.5x16.6

505x419x362
/ 19.9x16.5x14.3

Exterior dimensions 
(WxDxH,mm/inch)

1200x610x820
/ 47.3x24.0x32.3

900x610x820
/ 35.4x24.0x32.3

600x610x820
/ 23.6x24.0x32.3

600x610x720
/ 23.6x24.0x28.3

Max. load per shelf 
(kg / lbs) 80 / 176.4 80 / 176.4 80 / 176.4 80 / 176.4

Weight (kg / lbs) 185 / 407.9 170 / 374.8 106 / 233.7 100 / 220.5
Direction of the exhaust     Rear Rear Rear Rear
Cat. No. AAAF360330 AAAF360320 AAAF360310 AAAF360311 AAAF360110

Exterior / Interior

   ※ CE for SC2-60F-0806D1-CL/CR, SC2-60F-0706D1-C. 
   ※ No Shelf for Type 60 models. Store samples on Bottom Collecting Sump. (Max. load 80kg)
   ※ In case of models with rear exhaust(height : lower than 1m), 
        minimum 200mm space at the back is required for connecting exhaust duct.

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2SC2-30F-1312D2SC2-30F-1306D1SC2-60F-0806D1-C SC2-60F-0809D2 SC2-60F-0812D2SC2-60F-0706D1-C SC2-30F-1906D1-C

Type 30Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

SC2-30F-1912D2 SC2-30F-1312D2 SC2-30F-1306D1 SC2-60F-0806D1-CSC2-60F-0809D2SC2-60F-0812D2 SC2-60F-0706D1-CSC2-30F-1906D1-C

Type 30 Type 60

min. 200mm

Patent Prize 
KOREA

Tray (PP)Bottom collecting sump with 
Perforated insert 
(Stainless steel) 

Bottom collecting sump with 
Perforated insert
(Epoxy powder coated steel) 

Shelf 
(Epoxy powder coated steel) 

Accessory Description 
(WxDxH,mm/inch) SC2-60F-0812D2 SC2-60F-0809D2 SC2-60F-0806D1-CL

SC2-60F-0806D1-CR SC2-60F-0706D1-C

Bottom
collecting 
sump

Epoxy powder coated steel
(503x418x35 / 19.8x16.5x1.4) - - AAAF35214 AAAF35214

Epoxy powder coated steel
(803x418x35 / 31.6x16.5x1.4) - AAAF35215 - -

Epoxy powder coated steel
(1103x418x35 / 43.4x16.5x1.4) AAAF35216 - - -

Stainless steel
(503x418x35 / 19.8x16.5x1.4) - - AAAF35204 AAAF35204

Stainless steel
(803x418x35 / 31.6x16.5x1.4) - AAAF35205 - -

Stainless steel
(1103x418x35 / 43.4x16.5x1.4) AAAF35206 - - -

Tray PP 00SCF0000037 00SCF0000037 00SCF0000037 00SCF0000037


